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Lutex® CLUTCH-
BRAKE COMBINATIONS

Types LKB, LKBZ, LKBZU, LKBBZ, LKBBZU
Instruction LKB 00 a-E



1 Hub”
2 Cylinder*
3 Piston”
4 Pressure plate (sizes 30-75)"
5 Clutch disc*
6 Brake disc*
7 Bolt
8 Distance plate (sizes 30-75)
9 Grooved ring®
10 Grooved ring”
11 O-ring”
12 Hexagon screw (sizes 30-75)
13 Socket head screw
14 Main spring
15 Grub screw
16 Spring pin (sizes 30-75)
17 Spring pin
18 Disc (sizes 30-60)
19 Strap

2

20 Socket head screw
(self-locking)
22 Spring pin
25 Bush
26 Hexagon screw (self-locking)
27 Piston ring
(sizes 65-76, see fig. 4)
28 Socket head screw
(sizes 65-75, see fig. 4)
29 Spring pin
(sizes 65-75; see fig. 4)
30 Plastic bush
32 Inner spring
33 Socket head screw
34 Tab washer {sizes 30-75)
35 Spring pin
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36 Plastic collar bush
(round)

37 Bolt (round)

38 Plastic collar bush
(square)

39 Hexagon screw
(self-locking)

40 Bolt (square)

41 Safety retaining plate

42 Strap”

43 Hexagon screw

44 Hexagon screw

45 Disc
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46 Collar bush

47 Hexagon nut

48 Clamping ring

50 Plastic collar bush
(round)

51 Bolt (round)

52 Plastic collar bush
{square)

53 Hexagon screw
(self-locking)

54 Bolt (square)

55 Safety retaining plate

56 Strap”

57 Clamping ring

*Spare parts see chapter 7






